
Needle Valves

Needle Valve
Features

How to Mount to Panel

◎Adjusting the flowrate accurately and easily with Surpass unique 'Double Tapered' structure.
◎All produts can be available for panel mount.
◎As for straight type, it's also mount with base.
◎Easy to install to equipment because of small footprint.

Model HNV Straight Type Internal Structure

Nut Needle shaft

Housing

Rubber sealing
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Body
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Lock nut

Panel nut

Lock nut（fix the flowrate）

Panel nut（fix the valve body）
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Panel mount can be done without
coming off the housing that is affected
to sealing performance.

Fixing thread（fix the nut）
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Needle Valves

Model HNV Needle Valve

HNV-3/8U-HSS-B HNV-3/8UP300P-HSS-B HNV-3/8P300P-HSS-B

Models

Specifications

Fluids（DI water, Chemicals）

PTFE, PCTFE※

0～400kPa

500kPa

5～80℃

5～60℃

※Wetted parts of 4F type is PTFE only. Nut space-saver type is PTFE and PFA. 

Fluids

Wetted parts

Fluid pressure

Withstanding pressure

Fluid temperature

Ambient temperature

Flow doesn’t stop completely. Do not tighten the nut excessively.Caution

●Tube �tting

●Tube �tting nut space-saver type

●Pillar �tting

B：Base（applicable for straight type）
S ：Straight type
L ：Angle type（1/2" size is built to order）

HNV H SU- - -

sTube size 1/4：1/4”（Ø6.35×Ø3.95）
 3/8：3/8”（Ø9.53×Ø6.35）
 1/2：1/2”（Ø12.7×Ø9.53）

Non: Needle material: PCTFE
4F: Needle material: PTFE

Non: Needle material: PCTFE
4F: Needle material: PTFE

Non: Standard
Q2: Low Flow rate type
　　（1/4" size only）（built to order）

Non: Standard
Q2: Low Flow rate type
　　（1/4" size only）（built to order）

- -

HNV H SUP300P- - - -

sTube size 1/4：1/4”（Ø6.35×Ø3.95）
 3/8：3/8”（Ø9.53×Ø6.35）
 1/2：1/2”（Ø12.7×Ø9.53）

B：Base（applicable for straight type）
S ：Straight type
L ：Angle type（1/2" size is built to order）

sPillar Super 300 Type P series

-

Non: Standard
Q2: Low Flow rate type
　　（1/4" size only）（built to order）

B：Base（applicable for staight type）
S ：Staight type
L ：Angle type（1/2" size is built to order）

HNV H SP300P- - -

sTube size 1/4：1/4”（Ø6.35×Ø3.95）
 3/8：3/8”（Ø9.53×Ø6.35）
 1/2：1/2”（Ø12.7×Ø9.53）

-
Non: Needle material: PCTFE
4F: Needle material: PTFE

-

sPillar Super 300 Type P series

Dimensions

Flow Adjustment Characteristics 

◎Tubing type
　●HNV-□U-HLS（Angle type） 　●HNV-□U-HSS-B（Straight type）

◎Pillar �tting type 
　●HNV-□P300P-HLS（Angle type） 　●HNV-□P300P-HSS-B（Straight type）
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※Please inquire the graph of Q2 model.  ※The data is reference value, not a guarantee value.

RoHS2

Fluid:DI water　Fluid/Ambient temperature:Room temp. Fluid:DI water　Fluid/Ambient temperature:Room temp.
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Needle Valves Needle Valves

Model HNV Needle Valve

HNV-3/8U-HSS-B HNV-3/8UP300P-HSS-B HNV-3/8P300P-HSS-B

Models

Specifications

Fluids（DI water, Chemicals）

PTFE, PCTFE※

0～400kPa

500kPa

5～80℃

5～60℃

※Wetted parts of 4F type is PTFE only. Nut space-saver type is PTFE and PFA. 

Fluids

Wetted parts

Fluid pressure

Withstanding pressure

Fluid temperature

Ambient temperature

Flow doesn’t stop completely. Do not tighten the nut excessively.Caution

●Tube �tting

●Tube �tting nut space-saver type

●Pillar �tting

B：Base（applicable for straight type）
S ：Straight type
L ：Angle type（1/2" size is built to order）

HNV H SU- - -

sTube size 1/4：1/4”（Ø6.35×Ø3.95）
 3/8：3/8”（Ø9.53×Ø6.35）
 1/2：1/2”（Ø12.7×Ø9.53）

Non: Needle material: PCTFE
4F: Needle material: PTFE

Non: Needle material: PCTFE
4F: Needle material: PTFE

Non: Standard
Q2: Low Flow rate type
　　（1/4" size only）（built to order）

Non: Standard
Q2: Low Flow rate type
　　（1/4" size only）（built to order）

- -

HNV H SUP300P- - - -

sTube size 1/4：1/4”（Ø6.35×Ø3.95）
 3/8：3/8”（Ø9.53×Ø6.35）
 1/2：1/2”（Ø12.7×Ø9.53）

B：Base（applicable for straight type）
S ：Straight type
L ：Angle type（1/2" size is built to order）

sPillar Super 300 Type P series

-

Non: Standard
Q2: Low Flow rate type
　　（1/4" size only）（built to order）

B：Base（applicable for staight type）
S ：Staight type
L ：Angle type（1/2" size is built to order）

HNV H SP300P- - -

sTube size 1/4：1/4”（Ø6.35×Ø3.95）
 3/8：3/8”（Ø9.53×Ø6.35）
 1/2：1/2”（Ø12.7×Ø9.53）

-
Non: Needle material: PCTFE
4F: Needle material: PTFE

-

sPillar Super 300 Type P series

Dimensions

Flow Adjustment Characteristics 

◎Tubing type
　●HNV-□U-HLS（Angle type） 　●HNV-□U-HSS-B（Straight type）

◎Pillar �tting type 
　●HNV-□P300P-HLS（Angle type） 　●HNV-□P300P-HSS-B（Straight type）
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※Please inquire the graph of Q2 model.  ※The data is reference value, not a guarantee value.

RoHS2

Fluid:DI water　Fluid/Ambient temperature:Room temp. Fluid:DI water　Fluid/Ambient temperature:Room temp.
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Needle Valves

Model HNV-SHT Needle Valve

HNV-3/8P300P-S-SHT-Z

Features

Dimensions

◎Wetted parts are fluororesin material that has high resistance for 
chemicals.

◎Compatible with fluid temperatures of 180℃
◎Fix the knob status by one-touch lock.

Models / Specifications

●HNV-3/8P300P-S-SHT-Z

HNV-3/8P300P-S-SHT-Z
Fluids（DI water, chemicals）

Pillar fitting

PTFE

0～400kPa

500kPa

15～180℃

15～60℃

Ø2.7

3/8”（Ø9.53×Ø6.35）

Fluids

Connection

Wetted parts

Operating pressure range

Withstanding pressure

Fluid temperature

Ambient temperature

Orifice

Tube size

※The above specifications exclude fittings, and the heat and pressure resistance of fittings are depending on the manufacturer.
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●Special Instructions
◎Be sure to use within the ambient temperature range.

Flow Characteristics

※The data is reference value, not a guaranteed value.
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Fluid:DI water　Fluid/Ambient temperature:Room temp.

●HNV-3/8P300P-S-SHT-Z

RoHS2
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Lock Free

One-touch lock structure
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Model HNV-SHT Needle Valve

HNV-3/8P300P-S-SHT-Z

Features

Dimensions

◎Wetted parts are fluororesin material that has high resistance for 
chemicals.

◎Compatible with fluid temperatures of 180℃
◎Fix the knob status by one-touch lock.

Models / Specifications

●HNV-3/8P300P-S-SHT-Z

HNV-3/8P300P-S-SHT-Z
Fluids（DI water, chemicals）

Pillar fitting

PTFE

0～400kPa

500kPa

15～180℃

15～60℃

Ø2.7

3/8”（Ø9.53×Ø6.35）

Fluids

Connection

Wetted parts

Operating pressure range

Withstanding pressure

Fluid temperature

Ambient temperature

Orifice

Tube size

※The above specifications exclude fittings, and the heat and pressure resistance of fittings are depending on the manufacturer.

Type

（
29
）

27（Flat to flat distance of octagon）

（
12

5）

（
77
）

（25） （25）

（75）

25 25

20

15

15

Pillar Super
300 Type
P series 3/8"

2-M5 P0.8 Depth 8

P
an
el
 t
hi
ck
ne
ss
 t=

2～
7

Ø30

Ø19

OUTIN

●Special Instructions
◎Be sure to use within the ambient temperature range.

Flow Characteristics

※The data is reference value, not a guaranteed value.

0 0.5 1 1.5 2 2.5 3 3.5 4 4.5 5 5.5 6 6.5 7 87.5

8000

7500

7000

6500

6000

5500

5000

4500

4000

3500

3000

2500

2000

1500

1000

500

0

Flow rate
［mL/min］

Number of Rotation ［N］

⊿P＝100kPa
⊿P＝150kPa
⊿P＝200kPa
⊿P＝250kPa
⊿P＝300kPa

Fluid:DI water　Fluid/Ambient temperature:Room temp.

●HNV-3/8P300P-S-SHT-Z

RoHS2

（
2.

5）

Lock Free

One-touch lock structure

C85
M65
Y30

C70
M50
Y30

C60
M40
Y30

C50
M30
Y20

C80
M40
Y20

C65
M25
Y10

C50
M15
Y10

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

Pressure Sensors
Flow

m
eters

Flow
 C

ontrollers
Regulators

Q
uick C

onnectors
Valves

Fittings

139



Needle Valves

●Safety Instructions
◎Before using the product, read the instruction manual carefully and use it correctly.
　We are not liable for accidents that occurred during use other than those described in the 

instruction manual.
◎Use this product within the specified range.
◎Confirm the compatibility of the product material with the type of fluid and ambient atmosphere 

before use.
◎When you use male connector, please use PTFE, PCTFE, PFA, PE, PP material, not iron.
　Excessive tightening will lead to leak and break down of the product.
◎Do not use fluids that contain refuse or foreign matter, as this may interfere with normal function.
◎Abrasive or coagulate fluids may interfere with normal function, and take measures to prevent 

stacking residue on the wetted parts.
◎When tubing, allow the fluid to flow in the direction mark (→) imprinted on the main unit.
◎Connect this product not to apply any bending, tensile or compression, and other forces on the 

valve.
◎Do not use the product with excessive vibration or shock.
◎Needle valve does not design to stop the flow completely. Do not tighten the knob excessively.
◎Do not disassemble the product.
◎If static electricity is generated, the equipment may seriously damage.
　Please use after applying antistatic measures.
◎Be sure to use this product within the ambient temperature range.
◎Do not warm up the product directly from the outside.
　It may cause external or internal leakage failure.

・ Pillar Super 300 Type P series is a trademark of Nippon Pillar Co., Ltd.

Model Selection

Check Valves & Relief Valves

Spring

Spring
(High Temperature)

●Check Valve 《Material: Fluororesin》

FT

Tube Fitting

PTFE

PTFE

Body materialStructure Wetted parts Cracking pressure Connection Model

Spring

●Check Valve 《Material: SUS》

SCV
SUS316
SUS304

Kalrez® O-ring
Approx. 7kPaSUS316

PTFE

PFA

Rc thread

Body materialStructure Wetted parts ConnectionCracking pressure Model

atmosphere release
type 

In-line type

●Relief Valve 《Material: SUS》

SAT

SLT

SUS316
SUS304

X ring

Approx. 100kPa
Approx. 200kPa
Approx. 300kPa

SUS316 R, Rc Thread

Body materialType Wetted parts ConnectionCracking pressure Model

●Relief Valve 《Material: Fluororesin》

RBF-SHT

Standard RBF

High temperature
(Max. 180℃)

PTFE 50～250kPa Pillar connection

PFA, PTFE 50～400kPa Tube Fitting

Type Body material Wetted parts Relief adjustment pressure Connection Model

Approx. 20kPa

Tube Fitting
（1/4”, 3/8”, 1/2”）

Tube fitting nut space-saver type
（3/4”）

CK

CK-SHT

Approx. 10kPa

Approx. 30kPa

Approx. 10kPa

PFA, PTFE,
Kalrez® O-ringPFA

Rc threadPFA, PTFE, Kalrez® O-ring

FTX300PTube fitting nut space-saver typeApprox. 20kPaPFA, PTFE, Kalrez® O-ring

FTLRc threadApprox. 5kPaPTFE, Kalrez® O-ring

PTFE, Kalrez® O-ring

PCTFE or PTFE,
Perfluor

PP, Perfluor

Duckbill

●Mini Check Valve 《Material: Fluororesin & Polypropylene》

MFTD

MFP

Low Pressure

PCTFE
（PTFE）

PP

W Fitting
Luer Lock fitting

Tube

Body materialType Wetted parts ConnectionCracking pressure Model

◎When you use the check and relief valves with gas, there might be a noise and vibration.
   (It is not malfunction.)
◎When you use the valve after a long time, initial cracking pressure migh be higher.
   Please confirm it beforehand. 

Caution

●Special instructions
◎In case selling products with inner diameters of more than 10mm to a specific country or region,
　It is required an export license from the Ministry of Economy, Trade and Industry.

NV-1908-J2.5.0
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